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FIG. 4
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ALL-TO-ALL COMPARISONS ON
ARCHITECTURES HAVING LIMITED
STORAGE SPACE

This application is a continuation of application Ser. No.
12/329,989, filed Dec. 8, 2008, status allowed.

BACKGROUND

The present application relates generally to an improved
data processing apparatus and method and more specifically
to an apparatus and method for performing all-to-all compari-
sons on data processing system architectures having explicit
memory accesses and limited storage space.

An All-to-All comparison operation is defined as an opera-
tion in which every pair of data elements are compared for an
output result. For example, given 3 data elements S1, S2, and
S3, an All-to-All comparison operation comprises executing
one or more comparison algorithms for performing a com-
parison between data elements S1 and S2, a comparison
between data elements S1 and S3, and finally a comparison
between data elements S2 and S3, such that every pair of data
elements is compared. As a general rule, given n data ele-
ments, n*(n-1)/2 comparisons need to be performed using
All-to-All comparison operation.

The data elements subject to such an All-to-All comparison
operation may be defined as data sequences, data values (e.g.,
numbers), or any other data format. Such All-to-All compari-
son operations are commonly used in many different types of
workloads including bioinformatics, image processing, etc.
The algorithm used to perform such All-to-All comparison
operations varies depending upon the particular workload.
For example, in bioinformatics, the comparisons are global or
local alignments in which Deoxyribonucleic Acid (DNA) or
protein sequences are compared to output an integer result
which denotes how closely the sequences are related to each
other.

One algorithm used to perform All-to-All comparisons is
the Jaccard algorithm which generates the Jaccard coeffi-
cient. The Jaccard coefficient, or Jaccard index as it is also
called, is a correlation coefficient for determining the simi-
larity between two binary strings, or bit vectors. Mathemati-
cally, given two equal length bit vectors x and y, with entries
indexed from 0 to n, the Jaccard index computes:

Jaccard Coefficient (Index)=c/(a+b+c)

where ¢ is the AND product and (a+b) is the XOR product of
2 vectors x and y. The Jaccard coefficient is used to compute
the similarity of objects that are described by feature vectors,
where each entry in the bit vector corresponds to the presence
or absence of a particular feature. The Jaccard coefficient
finds its applications in a wide variety of areas including drug
design, similarity searching on the Internet, financial appli-
cations, and social network analysis.

SUMMARY

In one illustrative embodiment, a method, in a data pro-
cessing system having a plurality of processing elements, for
performing a portion of an All-to-All comparison of data
elements operation is provided. The method comprises deter-
mining a number of data elements to be included in each set
of data elements to be sent to each processing element of the
plurality of processing elements. The method further com-
prises performing a comparison operation, of a portion of the
All-to-All comparison of data elements operation assigned to
aprocessing element, on at least one set of data elements and
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storing results of the comparison operation in main memory
of the data processing system. The comparison operation
comprises sending, from the processing element, a first
request to main memory for transfer of a first set of data
elements into a local memory associated with the processing
element. The comparison operation further comprises send-
ing, from the processing element, a second request to main
memory for transfer of a second set of data elements into the
local memory. Moreover, the comparison operation com-
prises performing a pair wise comparison computation of the
portion of the All-to-All comparison of data elements opera-
tion, at approximately a same time as the second set of data
elements is being transferred from main memory to the local
memory.

In other illustrative embodiments, a computer program
product comprising a computer useable or readable medium
having a computer readable program is provided. The com-
puter readable program, when executed on a computing
device, causes the computing device to perform various ones,
and combinations of, the operations outlined above with
regard to the method illustrative embodiment.

In yet another illustrative embodiment, a system/apparatus
is provided. The system/apparatus may comprise one or more
processors and a memory coupled to the one or more proces-
sors. The memory may comprise instructions which, when
executed by the one or more processors, cause the one or more
processors to perform various ones, and combinations of; the
operations outlined above with regard to the method illustra-
tive embodiment.

These and other features and advantages of the present
invention will be described in, or will become apparent to
those of ordinary skill in the art in view of, the following
detailed description of the example embodiments of the
present invention.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

The invention, as well as a preferred mode of use and
further objectives and advantages thereof, will best be under-
stood by reference to the following detailed description of
illustrative embodiments when read in conjunction with the
accompanying drawings, wherein:

FIG. 1 is an example diagram of a data processing system
in which example aspects of the illustrative embodiments
may be implemented;

FIG. 2 is an example diagram of a Cell Broadband Engine
architecture in which example aspects of the illustrative
embodiments may be implemented;

FIG. 3 is an example diagram of a kernel algorithm for
performing a Jaccard All-to-All comparison operation;

FIGS. 4-6 are example diagrams showing a stepwise
operation for performing an operation for finding a substan-
tially optimal parallel solution to performing an All-to-All
comparison in accordance with one illustrative embodiment;
and

FIG. 7 is a flowchart outlining an example operation for
performing an All-to-All comparison computation in accor-
dance with one illustrative embodiment.

DETAILED DESCRIPTION

The illustrative embodiments provide a mechanism for
performing All-to-All comparisons, such as All-to-All com-
parisons using the Jaccard coefficient, in such a way as to
minimize Direct Memory Access (DMA) transfers while
reusing data in local stores with overlapping of computation
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and communication within the data processing system archi-
tecture. The illustrative embodiments may be utilized in many
different types of data processing environments including a
distributed data processing environment, a single data pro-
cessing device, or the like. In order to provide a context for the
description of the specific elements and functionality of the
illustrative embodiments, FIGS. 1 and 2 are provided hereat-
ter as example environments in which aspects of the illustra-
tive embodiments may be implemented. While the descrip-
tion following FIGS. 1 and 2 will focus primarily on a single
data processing device implementation using a Cell Broad-
band Engine architecture, this is only an example and is not
intended to state or imply any limitation with regard to the
features of the present invention. To the contrary, the illustra-
tive embodiments are intended to include distributed data
processing environments and embodiments in which the
architecture in which the illustrative embodiment is imple-
mented has explicit memory accesses with limited storage
space.

As will be appreciated by one skilled in the art, the present
invention may be embodied as a system, method, or computer
program product. Accordingly, the present invention may
take the form of an entirely hardware embodiment, an entirely
software embodiment (including firmware, resident software,
micro-code, etc.) or an embodiment combining software and
hardware aspects that may all generally be referred to herein
as a “circuit,” “module” or “system.” Furthermore, the
present invention may take the form of a computer program
product embodied in any tangible medium of expression hav-
ing computer usable program code embodied in the medium.

Any combination of one or more computer usable or com-
puter readable medium(s) may be utilized. The computer-
usable or computer-readable medium may be, for example,
but not limited to, an electronic, magnetic, optical, electro-
magnetic, infrared, or semiconductor system, apparatus,
device, or propagation medium. More specific examples (a
non-exhaustive list) of the computer-readable medium would
include the following: an electrical connection having one or
more wires, a portable computer diskette, a hard disk, a ran-
dom access memory (RAM), a read-only memory (ROM), an
erasable programmable read-only memory (EPROM or Flash
memory), an optical fiber, a portable compact disc read-only
memory (CDROM), an optical storage device, a transmission
media such as those supporting the Internet or an intranet, or
a magnetic storage device. Note that the computer-usable or
computer-readable medium could even be paper or another
suitable medium upon which the program is printed, as the
program can be electronically captured, via, for instance,
optical scanning of the paper or other medium, then com-
piled, interpreted, or otherwise processed in a suitable man-
ner, ifnecessary, and then stored in a computer memory. In the
context of this document, a computer-usable or computer-
readable medium may be any medium that can contain, store,
communicate, propagate, or transport the program for use by
or in connection with the instruction execution system, appa-
ratus, or device. The computer-usable medium may include a
propagated data signal with the computer-usable program
code embodied therewith, either in baseband or as part of a
carrier wave. The computer usable program code may be
transmitted using any appropriate medium, including but not
limited to wireless, wireline, optical fiber cable, radio fre-
quency (RF), etc.

Computer program code for carrying out operations of the
present invention may be written in any combination of one or
more programming languages, including an object oriented
programming language such as Java™, Smalltalk™, C++ or
the like and conventional procedural programming lan-
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guages, such as the “C” programming language or similar
programming languages. The program code may execute
entirely on the user’s computer, partly on the user’s computer,
as a stand-alone software package, partly on the user’s com-
puter and partly on a remote computer or entirely on the
remote computer or server. In the latter scenario, the remote
computer may be connected to the user’s computer through
any type of network, including a local area network (LAN) or
a wide area network (WAN), or the connection may be made
to an external computer (for example, through the Internet
using an Internet Service Provider).

The illustrative embodiments are described below with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems) and computer program prod-
ucts according to the illustrative embodiments of the inven-
tion. It will be understood that each block of the flowchart
illustrations and/or block diagrams, and combinations of
blocks in the flowchart illustrations and/or block diagrams,
can be implemented by computer program instructions.
These computer program instructions may be provided to a
processor of a general purpose computer, special purpose
computer, or other programmable data processing apparatus
to produce a machine, such that the instructions, which
execute via the processor of the computer or other program-
mable data processing apparatus, create means for imple-
menting the functions/acts specified in the flowchart and/or
block diagram block or blocks.

These computer program instructions may also be stored in
a computer-readable medium that can direct a computer or
other programmable data processing apparatus to function in
a particular manner, such that the instructions stored in the
computer-readable medium produce an article of manufac-
ture including instruction means which implement the func-
tion/act specified in the flowchart and/or block diagram block
or blocks.

The computer program instructions may also be loaded
onto a computer or other programmable data processing
apparatus to cause a series of operational steps to be per-
formed on the computer or other programmable apparatus to
produce a computer implemented process such that the
instructions which execute on the computer or other program-
mable apparatus provide processes for implementing the
functions/acts specified in the flowchart and/or block diagram
block or blocks.

The flowchart and block diagrams in the figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods and computer program
products according to various embodiments of the present
invention. In this regard, each block in the flowchart or block
diagrams may represent a module, segment, or portion of
code, which comprises one or more executable instructions
for implementing the specified logical function(s). It should
also be noted that, in some alternative implementations, the
functions noted in the block may occur out of the order noted
in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block diagrams
and/or flowchart illustration, can be implemented by special
purpose hardware-based systems that perform the specified
functions or acts, or combinations of special purpose hard-
ware and computer instructions.

With reference now to the figures, and in particular with
reference to FIGS. 1-2, example diagrams of data processing
environments are provided in which illustrative embodiments
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of the present invention may be implemented. It should be
appreciated that FIGS. 1-2 are only examples and are not
intended to assert or imply any limitation with regard to the
environments in which aspects or embodiments of the present
invention may be implemented. Many modifications to the
depicted environments may be made without departing from
the spirit and scope of the present invention.

FIG. 1 is an example diagram of a distributed data process-
ing system in which aspects of the illustrative embodiments
may be implemented. Distributed data processing system 100
may include a network of computers in which aspects of the
illustrative embodiments may be implemented. The distrib-
uted data processing system 100 contains at least one network
102, which is the medium used to provide communication
links between various devices and computers connected
together within distributed data processing system 100. The
network 102 may include connections, such as wire, wireless
communication links, or fiber optic cables.

In the depicted example, server 104 and server 106 are
connected to network 102 along with storage unit 108. In
addition, clients 110, 112, and 114 are also connected to
network 102. These clients 110, 112, and 114 may be, for
example, personal computers, network computers, or the like.
In the depicted example, server 104 provides data, such as
boot files, operating system images, and applications to the
clients 110, 112, and 114. Clients 110, 112, and 114 are
clients to server 104 in the depicted example. Distributed data
processing system 100 may include additional servers, cli-
ents, and other devices not shown.

In the depicted example, distributed data processing sys-
tem 100 is the Internet with network 102 representing a
worldwide collection of networks and gateways that use the
Transmission Control Protocol/Internet Protocol (TCP/IP)
suite of protocols to communicate with one another. At the
heart of the Internet is a backbone of high-speed data com-
munication lines between major nodes or host computers,
consisting of thousands of commercial, governmental, edu-
cational and other computer systems that route data and mes-
sages. Of course, the distributed data processing system 100
may also be implemented to include a number of different
types of networks, such as for example, an intranet, a local
area network (LAN), a wide area network (WAN), or the like.
As stated above, FIG. 1 is intended as an example, not as an
architectural limitation for different embodiments of the
present invention, and therefore, the particular elements
shown in FIG. 1 should not be considered limiting with regard
to the environments in which the illustrative embodiments of
the present invention may be implemented.

With reference now to FIG. 2, a block diagram of an
example data processing system is shown in which aspects of
the illustrative embodiments may be implemented. Data pro-
cessing system 200 is an example of a computer, such as
client 110 in FIG. 1, in which computer usable code or
instructions implementing the processes for illustrative
embodiments of the present invention may be located. In the
depicted example, the data processing system 200 is an
example of'a Cell Broadband Engine architecture (CBE) 200,
however it should be appreciated that this is only an example
and the mechanisms of the illustrative embodiments may be
implemented in other architectures as well, especially those
in which there are explicit memory accesses with limited
storage space.

As shown in FIG. 2, the CBE 200 includes a power pro-
cessor element (PPE) 210 having a processor (PPU) 216 and
its L1 and [.2 caches 212 and 214, and multiple synergistic
processor elements (SPEs) 220-234 that each has its own
synergistic processor unit (SPU) 240-254, memory flow con-
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trol 255-262, local memory or store (L.S) 263-270, and bus
interface unit (BIU unit) 280-294 which may be, for example,
a combination direct memory access (DMA), memory man-
agement unit (MMU), and bus interface unit. A high band-
width internal element interconnect bus (EIB) 296, a bus
interface controller (BIC) 297, and a memory interface con-
troller (MIC) 298 are also provided.

The local memory or local store (LS) 263-270 is a non-
coherent addressable portion of a large memory map which,
physically, may be provided as small memories coupled to the
SPUs 240-254. The local stores 263-270 may be mapped to
different address spaces. These address regions are continu-
ous in a non-aliased configuration. A local store 263-270 is
associated with its corresponding SPU 240-254 and SPE
220-234 by its address location, such as via the SPU Identi-
fication Register, described in greater detail hereafter. Any
resource in the system has the ability to read/write from/to the
local store 263-270 as long as the local store is not placed in
a secure mode of operation, in which case only its associated
SPU may access the local store 263-270 or a designated
secured portion of the local store 263-270.

The CBE 200 may be a system-on-a-chip such that each of
the elements depicted in FIG. 2 may be provided on a single
microprocessor chip. Moreover, the CBE 200 is a heteroge-
neous processing environment in which each of the SPUs
may receive different instructions from each of the other
SPUs in the system. Moreover, the instruction set for the
SPUs is different from that of the PPU, e.g., the PPU may
execute Reduced Instruction Set Computer (RISC) based
instructions while the SPU execute vectorized instructions.

The SPEs 220-234 are coupled to each other and to the .2
cache 214 via the EIB 296. In addition, the SPEs 220-234 are
coupled to MIC 298 and BIC 297 via the EIB 296. The MIC
298 provides a communication interface to shared memory
299. The BIC 297 provides a communication interface
between the CBE 200 and other external buses and devices.

The PPE 210 is a dual threaded PPE 210. The combination
of this dual threaded PPE 210 and the eight SPEs 220-234
makes the CBE 200 capable of handling 10 simultaneous
threads and over 228 outstanding memory requests. The PPE
210 acts as a controller for the other eight SPEs 220-234
which handle most of the computational workload. The PPE
210 may be used to run conventional operating systems while
the SPEs 220-234 perform vectorized floating point code
execution, for example.

The SPEs 220-234 comprise a synergistic processing unit
(SPU) 240-254, memory flow control units 255-262, local
memory or store 263-270, and an interface unit 280-294. The
local memory or store 263-270, in one exemplary embodi-
ment, comprises a 256 KB instruction and data memory
which is visible to the PPE 210 and can be addressed directly
by software.

The PPE 210 may load the SPEs 220-234 with small pro-
grams or threads, chaining the SPEs together to handle each
step in a complex operation. For example, a set-top box incor-
porating the CBE 200 may load programs for reading a DVD,
video and audio decoding, and display, and the data would be
passed off from SPE to SPE until it finally ended up on the
output display. At4 GHz, each SPE 220-234 gives a theoreti-
cal 32 GFLOPS of performance with the PPE 210 having a
similar level of performance.

The memory flow control units (MFCs) 255-262 serve as
an interface for an SPU to the rest of the system and other
elements. The MFCs 255-262 provide the primary mecha-
nism for data transfer, protection, and synchronization
between main storage and the local storages 263-270. There
is logically an MFC for each SPU in a processor. Some
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implementations can share resources of a single MFC
between multiple SPUs. In such a case, all the facilities and
commands defined for the MFC must appear independent to
software for each SPU. The effects of sharing an MFC are
limited to implementation-dependent facilities and com-
mands.

Those of ordinary skill in the art will appreciate that the
hardware in FIGS. 1-2 may vary depending on the implemen-
tation. Other internal hardware or peripheral devices, such as
flash memory, equivalent non-volatile memory, or optical
disk drives and the like, may be used in addition to or in place
of the hardware depicted in FIGS. 1-2. Moreover, the data
processing system 200 may take the form of any of a number
of different data processing systems including client comput-
ing devices, server computing devices, a tablet computer,
laptop computer, telephone or other communication device, a
personal digital assistant (PDA), or the like. In some illustra-
tive examples, data processing system 200 may be a portable
computing device which is configured with flash memory to
provide non-volatile memory for storing operating system
files and/or user-generated data, for example. Essentially,
data processing system 200 may be any known or later devel-
oped data processing system without architectural limitation.

As described above, the CBE 200 is an example of a het-
erogeneous, multi-core processor chip optimized for com-
pute-intensive workloads and broadband, rich media applica-
tions. Within this heterogeneous architecture, the PPE 210 is
responsible for running the operating system and coordinat-
ing the SPEs 220-234. The SPUs 240-254 of the SPEs 220-
234 cannot access main memory directly but instead issues
Direct Memory Access (DMA) commands to their MFCs
255-262 to bring data into their local memory or store 263-
270 or write results of a computation back to main memory.
Thus, the contents of the local memory or stores 263-270 are
explicitly managed by software. The SPUs 240-254 can con-
tinue program execution while their corresponding MFCs
255-262 perform these DMA transactions.

Thus, for the CBE 200, the SPEs 220-234 need explicit
messages, i.e. DMA requests/responses (collectively referred
to as DMA transfers or transactions), to be sent back and forth
between the PPE 210, main memory, and the SPE’s local
memory or store 263-270, before any computation on those
data element can be performed. However, all the data ele-
ments and the consequent results of the comparison may not
be able to be stored inside the SPU’s local memory or store
263-270 due to storage space limitations. Similar limitations
may apply to other architectures as well, such as distribute
memory processing elements of cluster computing systems.
Thus, such architectures need to send several messages back
and forth, instead of a single message with all the data ele-
ments, since the space is not adequate for storing all the data
elements and the results of the computations. Maximal reuse
of'the data is also critical since there is a cost associating with
bringing data into the local memory, e.g., the SPE’s local
memory or store 263-270, based on the network or bus
latency.

With these limitations of storage space in mind, the illus-
trative embodiments provide mechanisms for performing an
All-to-All comparison operation on an architecture having
explicit memory accesses and limited storage space. The
mechanisms implement a substantially optimal parallel algo-
rithm for performing the All-to-All comparison, which in one
illustrative embodiment is a Jaccard All-to-All comparison
resulting in Jaccard coefficients. The mechanisms of the illus-
trative embodiments minimize the DMA transfers present in
the CBE 200, and other distributed memory processing archi-
tectures, and reuses data in the local stores 263-270 while
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overlapping computation with communication operations.
With the mechanisms of the illustrative embodiments, the
number of data elements distributed to each processing ele-
ment, e.g., SPE 220-234, are determined through runtime
tests which optimize load-balancing among the processing
elements as well as the number of messages needed by every
processing element to finish their computations. The term
“messages” as it is used herein with specific reference to the
CBE 200 means DMA requests/responses, although in other
architectures such messages may be Message Passing Inter-
face (MPI) messages, socket-to-socket communications, or
the like. This approach provided by the illustrative embodi-
ments has been shown to provide super linear speedup as the
number of SPEs or processing elements are increased, i.e. the
decrease in time to complete the All-to-All comparison
operation is much faster than the increase in the number of
processing elements.

FIG. 3 is an example diagram of a kernel algorithm for
performing a Jaccard All-to-All comparison operation. In the
example of FIG. 3, the kernel algorithm performs an overall
computation in which every binary vector is compared with
every other vector. The resulting Jaccard coefficients are
stored in a single contiguous array, with the n—1 comparisons
of the vector 0 being stored first, followed by the n-2 com-
parisons of the vector 1, and so on. Hereafter, the computation
performed by the kernel algorithm shown in FIG. 3 will be
referred to as the “Jaccard workload.”

All-to-All comparisons, such as the Jaccard workload
described in FIG. 3 and above, may be parallelized such that
the comparisons can be performed in parallel on different
processing elements of an architecture with no communica-
tion between the processing elements needed. There are sev-
eral ways in which such All-to-All comparisons can be par-
allelized among different processing elements. One approach
may be to use a queue in which all comparisons are queued up
and processing elements can then take work out of the queue
as needed when they run out of work to do. For example, the
comparisons may be queued up as pairs of data elements to be
compared, e.g., (S1, S2), (S1, S3), and (S2, S3), for example,
with a first processing element taking the first comparison
(S1, S2), a second processing element taking the second
comparison (S1, S3), and a third processing element taking
the third comparison (S2, S3) from the queue as these pro-
cessing elements become free to perform more work. How-
ever, in a queue based approach to parallelizing an All-to-All
comparison, shared memory processing elements will need to
lock access to the queue to prevent other processing elements
from accessing the queue at the same time in order to avoid
data corruption.

Another approach to parallelizing the All-to-All compari-
son is to allocate the comparison directed to the same
sequence or data element to the same processing element, but
with each sequence or data element being assigned to a dif-
ferent processing element in a round robin fashion. For
example, all the comparisons for sequence or data element S1
may be allocated to a first processing element, e.g., SPE 1,
and thus, SPE 1 will do all comparisons of S1 with S2 and S3.
Similarly, sequence or data element S2 may be allocated to a
second processing element, e.g., SPE 2, which will do the
comparison of S2 with S3, and so on. Such parallelization,
while not optimal for load-balancing, since the first process-
ing element will do more work than the second processing
element, which in turn does more work than the third pro-
cessing element, etc., still may yield fairly good results given
a large amount of work to be distributed amongst a relatively
small number of processing elements.
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A hybrid approach may also be utilized. For example, a
hybrid approach may be to divide the total number of com-
parisons among the processing elements and allocate the
work in a round robin fashion. For example, given 4 data
elements S1, S2, S3, and S4, six comparisons are to be per-
formed (S1with S2, S3, and S4), (S2 with S3 and S4), and (S3
and S4). All of these comparison can be queued up in a work
queue in which processing elements, e.g., SPEs, access the
work in the queue in a round robin fashion. For example, the
work queue may be as follows:

1) (S1, S2)

2) (81, S3)

3) (S1, S4)

4) (S2, 83)

5) (82, S4)

6) (83, S4)

Thus, if there are 3 processing elements, e.g., SPEs, SPE 1
may perform comparison 1) (S1, S2) and comparison 4) (S2,
S3). SPE 2 may perform comparison 2) (S1, S3) and com-
parison 5) (S2, S4). SPE 3 may perform comparison 3) (S1,
S4) and comparison 6) (S3, S4).

Each of these approaches however, also need to take into
consideration the time to perform the comparison between
any data elements. That is, it is not necessarily the case that
the comparison operations will all take the same amount of
time to perform. For example, in bioinformatic applications,
where global or local alignment algorithms are dependent on
the lengths of sequences which vary to a significant degree,
the amount of time to perform various ones of these compari-
sons may be significantly different.

Moreover, all of the above approaches assume that the data
elements and the output results can easily fit into the memory
or storage space of the processing elements, e.g., the local
memory or stores. However, in architectures where there is
limited storage space, such as in the CBE 200 where there is
limited storage space in the local memory or stores, additional
challenges are posed for parallel comparison algorithm
design due to this limited storage space.

The mechanisms of the illustrative embodiments address
these issues with regard to performing parallel comparison
operations for an All-to-All comparison by providing a
mechanism that finds a substantially optimal parallel solution
through a runtime comparison of work allocated to every
processing element, e.g., SPEs or processing cores. Through
such a runtime comparison, the mechanisms ofthe illustrative
embodiments find a unique solution that maximizes reuse of
the data streamed into the local store, divides work substan-
tially optimally among the SPEs or the cores for a substan-
tially optimal load-balanced approach, and minimizes the
number of short messages between the local store and the
main memory to maximize the chip or network bandwidth
performance. Where parallel algorithms may be focused on
dividing work among the processing elements either through
a dynamic strategy, such as a queue-based approach, or a
static load-balanced round robin approach, the mechanisms
of'the illustrative embodiments divide work in a substantially
optimal manner, taking into consideration other aspects of the
architecture, i.e. aspects other than only the amount of work-
load on each of the processing elements, which are equally
important for performance.

FIGS. 4-6 are example diagrams showing a stepwise
operation for performing an operation for finding a substan-
tially optimal parallel solution to performing an All-to-All
comparison in accordance with one illustrative embodiment.
In the example shown in FIGS. 4-6, the operation is per-
formed for twelve data elements (numbered 0 to 11) and two
processing elements, which in the depicted example are SPUs
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0 and 1 of two separate SPEs in a CBE architecture. This is
only an example and is not intended to state or imply any
limitation on the illustrative embodiments with regard to the
number of data elements to which the mechanisms of the
illustrative embodiments may be applied, the number of pro-
cessing elements to which the mechanisms of the illustrative
embodiments may be applied, or the types of data elements
and processing elements.

The operation outlined in FIGS. 4-6 works as follows.
Given n vectors numbered 0 to n-1, the illustrative embodi-
ment computes the Jaccard coefficients for each pair of vec-
tors (i, j). In the depicted example, n=12 with each data
element being a vector, and the number of SPEs is 2. The
vectors are divided amongst the SPEs by allocating sets of
vectors, where the set of vectors has a number of vectors
(nvecs) determined at runtime, to each SPE in a round robin
fashion. In the depicted example, nvecs=3. In a real world
implementation, however, nvecs may be decided through a
runtime test in which the value of nvecs is varied until the
lowest time execution is found. For example, this runtime test
may involve setting a value for nvecs, running the all-to-all
comparison according to the illustrative embodiments
described herein, and then keeping track of the amount of
execution time required. This process may be repeated a
number of times with the nvecs value for the best, i.e. small-
est, execution time being selected for use with future all-to-all
comparisons performed using the illustrative embodiments.
A table or other data structure may be used to maintain the
determined nvecs values for different data element types such
that for subsequent all-to-all comparisons, based on the data
element type that is the subject of the all-to-all comparison, a
particular nvecs value may be selected from the table or data
structure.

The nvecs value is dependent on several parameters, such
as ratio of computation to the communication time for every
pair of data elements, the total number of data elements, etc.
For example, if n data elements are streamed in, there is a total
cost of communication of 14+n*b, where 1 is the latency to get
the first element in and b is the bandwidth expressed in terms
of one data element size. For these n elements there is n*(n-
1)/2 computations to be performed with the computations
taking (n*(n-1))*t/2 execution time, where t is the cost of
computing on one pair of data and result vectors to be sent out.
The ratio of computation to communication time is thus
dependant on the algorithm used, its mapping to the hard-
ware, and architectural parameters, such as latency and band-
width. Thus, this parameter varies depending on the architec-
ture, network, and algorithm used as well as the total number
of data elements and the number of processing elements.

A lower nvecs value denotes increased number of mes-
sages, e.g., DMA transactions (requests/responses), since
higher number of messages are needed to finish the data
movement of all of the input elements. However, this also
leads to a more optimal load-balancing. A higher nvecs value
leads to a lower number of messages but a less optimal load
balancing strategy.

In the depicted example, nvecs=3 leads to SPE 1 complet-
ing its work two steps, or cycles, ahead of SPE 0. This is
because for each data element, comparison computations are
performed for all indices greater than its own, i.e. for data
element 0 Jaccard comparisons are performed with data ele-
ments 1-11, for data element 1 Jaccard comparisons are per-
formed with data elements 2-11, and so on. In general, for
data element I, n-i-1 Jaccard comparisons are performed.
Since the data elements, or vectors in this example, are allo-
cated in a round-robin fashion in strides of nvecs, a lower
nvecs value leads to a more load-balanced strategy.
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When the first set of vectors corresponding to the nvecs
value, referred to herein as the master vectors, are DMA’d to
the SPE local store from the main memory, the SPE computes
the Jaccard coefficient within each pair of the first set of
vectors. Before these computations among the set of master
vectors is completed, another DMA request for the next set of
vectors, referred to herein as the slave vectors, beginning
from the index master vectors+1, is sent to main memory. In
the depicted example, SPE 0 is shown starting two separate
DMA transfers, a first DMA transfer of vectors 0, 1, and 2,
and a second DMA transfer of vectors 3, 4, and 5. SPE 1 also
starts two DMA transfers, a first DMA transfer of vectors 3, 4,
and 5, and a second DMA transfer of vectors 6, 7, and 8. SPE
0 blocks on the DMA transfer of vectors 0, 1, and 2 to start its
Jaccard coefficient computations while SPE 1 blocks on the
DMA transfer having data elements 3,4, and 5. What is meant
by the SPE “blocking” on the DMA transfer is that the SPE
will not proceed until the data requested through the DMA
request has arrived. DMA requests can be blocking or non-
blocking Non-blocking implies that after the request, the SPU
continues its work and does not wait for data to arrive. Block-
ing means that the SPUs waits for the data to arrive before it
performs its computation. The second DMA transfers for
each SPE, e.g., the DMA of vectors 3, 4, and 5 for SPE 0 and
the DMA of vectors 6, 7, and 8 for SPE 1), continue being
processed during this blocking by the SPEs thus allowing
Jaccard coefficient computation to continue for the present
step of the operation while communication is being per-
formed with main memory to obtain the next set of vectors for
each SPE.

SPE 0 then completes its Jaccard coefficient computations,
i.e. the comparisons among each pair of vectors, or data
elements, 0, 1, and 2 (i.e. (0, 1), (0, 2), and (1, 2)), while SPE
1 completes its Jaccard coefficient computations among each
pair of vectors, or data elements, 3, 4, and 5 (i.e. (3, 4), (3, 5),
and (4, 5)). The result values, i.e. the Jaccard coefficients, for
these computations are stored at appropriate places in the
main memory. That is, the results are DMA’d to the main
memory once the computations are finished for the principal
data element. For example, in the above case computations
with regard to data element 3 are performed with data ele-
ments 4 and 5. At this point result vectors for (3, 4) and (3, 5)
are sent to the main memory in a non-blocking manner. Simi-
larly, when the computation with regard to data element 4 and
data element 5 is completed, the result vector of (4, 5) is sent
to the main memory. The sending of the result of (4, 5) may be
done in a blocking or non-blocking manner. Generally, the
cost of sending out the result vectors is negligible since size of
the results is small (integer or floating point value) compared
to size of input vectors (DNA sequences, or NCI database
compounds).

In general for the ith vector, n—-i—-1 computations are per-
formed beginning from index (i+1)to (n—1). These values are
stored beginning at the index ni—(i*(i+1))/2. The comparison
results of (i,j) are stored at (n*1)—-(1*(i+1))/2-i-1+j. There are
two scenarios for storing the results: in the case of master
vectors for each data element, or vector, i, (nvecs—I-1) result
values need to be sent to main memory at the index described
above; in the case of a comparison of a master vector with a
slave vector, for each data element, or vector, i, (nvecs) com-
parisons are done and thus, (nvecs) result values are stored in
main memory, again according to the index given above.

The Jaccard coefficient among the new set of vectors, i.e.
the slave vectors, and the master vectors is then computed. In
the depicted example, the data elements 3, 4, and 5 are slave
vectors for the SPE 0 and the data elements 6, 7, and 8 are
slave vectors for the SPE 1. SPE 0 performs computations on
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data elements 0, 1, and 2, which are already in the local store
for SPE 0 from the previous DMA operation, and on data
elements 3, 4, and 5. Thus, for example, data element O is
compared against data elements 3, 4, and 5, and so is data
element 1 and 2. For SPE 1, data elements 6, 7, and 8 are slave
vectors. SPE 1 performs computations on data elements 3, 4,
and 5 with data elements 6, 7, and 8. Thus, data element 3 is
compared with data elements 6, 7, and 8, and so are data
elements 4 and 5.

At each step of the operation, two distinct DMA request
messages for each SPE are sent to the main memory request-
ing data. One DMA request message is sent for the current
step and is blocked. The other DMA request message is for
the next step and does not need to be blocked. Thus, for
example, in step 3, a first DMA request is sent for data
elements 3, 4, and 5 which are already present in the local
store due to the DMA operations in step 1. Furthermore, in
step 3, a second DMA request is sent for data elements 6, 7,
and 8 which is not blocked. This approach overlaps compu-
tation with communication. That is, in step 3, when data
transfer of data elements 3, 4, and 5 for SPE 01is blocked, data
transfer of data elements 5, 7, 8 for SPE 0 is also initiated. Sin
a similar manner, for step 3 for SPE 1, when data transfer of
data elements 6, 7, and 8 is blocked, data transfer of data
elements 9, 10, and 11 is initiated.

This process of streaming in the sets of data elements or
vectors is repeated until the entire set of n vectors is com-
pleted. Thus, SPE 0 in the next step blocks on data transfer of
data elements 6, 7, and 8 and initiates transfers of data ele-
ments 9, 10, and 11. The process then completes the compari-
sons between the master vectors 0, 1, and 2, and the new set of
slave vectors 6, 7, and 8. SPE 1 blocks on data transfer of data
elements 9, 10, and 11 and then completes the comparisons
between its set of master vectors 3, 4, and 5, and the new set
of slave vectors 9, 10, and 11. For SPE 0, the set of slave
vectors is not finished, it still needs to complete the compari-
sons with elements 9, 10, and 11. However, SPE 1 is finished
with the set of slave vectors, the next set of master vectors 9,
10, and 11 is now transferred to SPE 1.

SPE 0 in the next step blocks on DMA transfers of data
elements (vectors) 9, 10, and 11 and completes the compari-
sons of its master vectors (0, 1, and 2) with the last of the slave
vectors (9, 10, and 11). SPE 1 blocks on the new set of master
vectors (9, 10, and 11) and does pair wise computations
among this set of master vectors (9 with 10 and 11, and 10
with 11). At this point, SPE 1 is done with its share of allo-
cated work. SPE 1 is thus idle from this step onward. SPE 0 on
the other hand, begins the next set of transfers, one with data
elements 6, 7, and 8, and then does pairwise computations
among these data elements (t with 7 and 8, and 7 with 8). In
the next step, SPE 0 is blocked on the data transfer of data
elements 9, 10, and 11 and then SPE 0 does comparison
computations of the master vectors (6, 7, and 8) with salve
vectors (9, 10, and 11). At this point all the computations are
finished and the results have been sent back to main memory
in the manner previously described.

Thus, the mechanisms of the illustrative embodiments find
a substantially optimal parallel solution to the All-to-All Jac-
card comparisons algorithm through a runtime comparison of
work allocated to every processing element, e.g., processor
core, SPE orthe like. Through such a runtime comparison, the
illustrative embodiments find the unique solution that maxi-
mizes reuse of the data streamed into the local store of the
processing element. For example, the mechanisms of the
illustrative embodiments perform all-to-all comparisons
among every set of vectors thatis streamed into the local store
of'the processing element, i.e. the master vectors (when they
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are streamed in), and then also between the master vectors and
the slave vectors. This leads to maximal reuse of the data.

In addition, the illustrative embodiments overlap compu-
tation with communication to thereby “hide” the latency of
the data. For example, data is DMA’d from main memory
such that it arrives when comparisons among other data are
being performed, e.g., when comparisons among master vec-
tors are being performed, the slave vectors are being DMA’d
into the local store of the processing element. When one set of
slave vector computations has started, the next set of slave
vectors are already being streamed into the local store. This
overlaps computation with communication, thus enabling
lower execution time.

Moreover, the illustrative embodiments divide work sub-
stantially optimally among the processing elements, e.g.,
SPEs, processor cores, or the like, for a substantially optimal
load-balanced approach. Lower nvecs values lead to more
balanced work among the SPEs, while increasing the number
of messages, e.g., DMA requests/responses, needed as men-
tioned above. Higher nvecs values lead to lower messages but
more work inequality. Thus there are competing interests
which are balanced by the runtime tests of the illustrative
embodiments which select an nvecs value that is optimum
based on these considerations.

Furthermore, the illustrative embodiments minimize the
number of short messages between the local store and the
main memory, thereby maximizing the chip and/or the net-
work bandwidth performance. As mentioned above, most
parallel algorithms have focused on dividing work among the
processing elements either through a dynamic strategy such
as a queue-based approach or a static load-balanced round-
robin approach. The illustrative embodiments divide work
substantially optimally, taking into consideration other
aspects of the architecture which are equally important for
performance. Results of implementation of the illustrative
embodiments show that a super-linear speedup is achieved for
a small number of input vectors, by optimizing several char-
acteristics as shown above. This achieved, in part, because the
number of messages passed back and forth between the local
stores and the main memory are rendered irrelevant as long as
the latency associated with these messages are “hidden” by
computations being performed by the processing elements. In
other words, as long as the processing elements are comput-
ing on one set of data, the latency associated with requesting
data at the same time as the computations are being performed
is rendered irrelevant, i.e. the latency of the computation is the
only cost required. By varying the nvecs value, the illustrative
embodiments can basically choose the most substantially
optimal setting to balance all the competing interests: load-
balancing among the processing elements, minimizing the
number of messages, and overlapping computation with com-
munication.

FIG. 7 is a flowchart outlining an example operation for
performing an All-to-All comparison operation in accordance
with one illustrative embodiment. The operation shown in
FIG. 7 may be implemented in software, hardware, or any
combination of software and hardware. In one illustrative
embodiment, the operation is performed by software
executed by one or more processors, e.g., PPE 210 or one or
more of SPEs 220-234 of a data processing system, e.g., CBE
200. However, it should be appreciated that one or more
dedicated hardware devices may be provided for performing
all of the operations, or sub-combinations of the individual
operations, outlined within FIG. 7 without departing from the
spiritand scope of the illustrative embodiments. For example,
a special purpose All-to-All comparison engine may be pro-
vided within the data processing system having logic for
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implementing the mechanisms of the illustrative embodi-
ments. Other embodiments utilizing software, hardware, or a
combination of software and hardware that may become
apparent to those of ordinary skill in the art in view of the
present description are intended to be within the spirit and
scope of this description of the illustrative embodiments.

As shown in FIG. 7, the operation starts by determining a
number of data elements, e.g., a nvec value, for the sets of data
elements to be sent to each processing element (step 710).
Then, for each processing element, steps 720-790 are per-
formed. In step 720, the processing element sends two DMA
request, one for a first set of data elements and another for a
second set of data elements. A determination is made as to
whether the current comparison computation is a first com-
parison computation being performed by the processing ele-
ment (step 730). If so, then a pair wise comparison of the data
elements in the first set of data elements is performed (step
740). If it is not a first comparison computation, a determina-
tion is made as to whether the current comparison computa-
tion is a last comparison computation (step 750). If so, then a
pair wise comparison of the data elements in the second set of
data elements is performed (step 760).

If the current comparison computation is neither a first or
last comparison computation, then an all-to-all comparison
computation is performed on the first set of data elements
with a previously retrieved set of data elements, e.g., the
second set of data elements from a previous iteration, stored
in a local store of the processing element (step 770). The
result of the comparison computation is stored in a result
storage array (step 780) and a determination is made as to
whether the portion of the all-to-all computation allocated to
the processing element has been completed (step 790). This
may involve, for example, determining if the last set of data
elements has been retrieved into the local store of the pro-
cessing element and has been the subject of the last pair wise
comparison computation. If the portion of the all-to-all com-
putation allocated to the processing element has been com-
pleted, then the result array is output for use in performing an
operation based on the similarity of data elements and the
operation terminates (step 800). Ifthe portion of the all-to-all
computation allocated to the processing element has not been
completed, then the operation returns to step 720.

Thus, the illustrative embodiments provide mechanisms
for performing all-to-all comparison computations with
minimal DMA transfers, overlapping computation and com-
munication, reuse of data in local stores of processing ele-
ments, and runtime determined load-balancing among pro-
cessing elements. The mechanisms of the illustrative
embodiments provide super linear speedup as the number of
SPEs or processing elements are increased.

As noted above, it should be appreciated that the illustra-
tive embodiments may take the form of an entirely hardware
embodiment, an entirely software embodiment or an embodi-
ment containing both hardware and software elements. In one
example embodiment, the mechanisms of the illustrative
embodiments are implemented in software or program code,
which includes but is not limited to firmware, resident soft-
ware, microcode, etc.

A data processing system suitable for storing and/or
executing program code will include at least one processor
coupled directly or indirectly to memory elements through a
system bus. The memory elements can include local memory
employed during actual execution of the program code, bulk
storage, and cache memories which provide temporary stor-
age of at least some program code in order to reduce the
number of times code must be retrieved from bulk storage
during execution.
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Input/output or /O devices (including but not limited to
keyboards, displays, pointing devices, etc.) can be coupled to
the system either directly or through intervening I/O control-
lers. Network adapters may also be coupled to the system to
enable the data processing system to become coupled to other
data processing systems or remote printers or storage devices
through intervening private or public networks. Modems,
cable modems and Ethernet cards are just a few of the cur-
rently available types of network adapters.

The description of the present invention has been presented
for purposes of illustration and description, and is not
intended to be exhaustive or limited to the invention in the
form disclosed. Many modifications and variations will be
apparent to those of ordinary skill in the art. The embodiment
was chosen and described in order to best explain the prin-
ciples of the invention, the practical application, and to enable
others of ordinary skill in the art to understand the invention
for various embodiments with various modifications as are
suited to the particular use contemplated.

What is claimed is:

1. A method, in a data processing system having a plurality
of processing elements, for performing a portion of an All-
to-All comparison of data elements operation, comprising:

determining a number of data elements to be included in

each set of data elements to be sent to each processing
element of the plurality of processing elements when
executing their respective portions of the All-to-All
comparison of data elements operation, wherein each set
of data elements has a same number of data elements;
performing a comparison operation, of a portion of the
All-to-All comparison of data elements operation
assigned to a processing element, on at least one set of
data elements, wherein the comparison operation com-
prises:
sending, from the processing element, a first request to
main memory for transfer of a first set of data ele-
ments into a local memory associated with the pro-
cessing element, the first request being sent in a block-
ing mode of operation and the first set of data elements
being used to perform a current pair wise comparison
of the portion of the All-to-All comparison of data
elements operation;
sending, from the processing element, a second request
to main memory for transfer of a second set of data
elements into the local memory, the second request
being sent in a non-blocking mode of operation and
the second set of data elements being used to perform
a next pair wise comparison of the portion of the
All-to-All comparison of data elements; and
performing, by the processing element, a pair wise com-
parison computation of the portion of the All-to-All
comparison of data elements operation using the first
set of data elements transferred to the local memory
associated with the processing element, at approxi-
mately a same time as the second set of data elements
is being transferred from main memory to the local
memory associated with the processing element; and
storing results of the comparison operation in main
memory of the data processing system.

2. The method of claim 1, wherein the number of data
elements to be included in each set of data elements is deter-
mined by a runtime test that determines, across a plurality of
iterations of the All-to-All comparison of data elements, a
number of data elements that has a smallest execution time of
the All-to-All comparison of data elements operation.

3. The method of claim 1, wherein the number of data
elements to be included in each set of data elements is deter-
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mined by a runtime test that selects a number of data elements
that balances the interests of load-balancing among the pro-
cessing elements in the plurality of processing elements,
minimizing a number of messages exchanged between the
processing elements and main memory, and overlapping
computation performed by the processing elements with
communication between the processing elements and main
memory.

4. The method of claim 1, wherein, in response to the pair
wise comparison computation being a first pair wise compari-
son computation of the portion of the All-to-All comparison
of data elements operation, performing the pair wise com-
parison computation comprises comparing each data element
in the first set of data elements with each other data element in
the first set of data elements.

5. The method of claim 1, wherein, in response to the pair
wise comparison computation being a last pair wise compari-
son computation of the portion of the All-to-All comparison
of data elements operation, performing the pair wise com-
parison computation comprises comparing each data element
in the second set of data elements with each other data ele-
ment in the second set of data elements.

6. The method of claim 1, wherein, in response to the pair
wise comparison computation not being a first pair wise com-
parison and not being a last pair wise comparison of the
portion of the All-to-All comparison of data elements opera-
tion, performing the pair wise comparison computation com-
prises comparing each data element in the first set of data
elements with each data element in a third set of data ele-
ments, the third set of data elements having been already
retrieved into the local memory associated with the process-
ing element as the second set of data elements of a previous
comparison operation performed by the processing element.

7. The method of claim 1, wherein performing the pair wise
comparison computation comprises computing a Jaccard
coefficient for pairs of data elements.

8. The method of claim 1, wherein storing results of the
comparison operation comprises storing the results of a com-
parison of a first data element with a second data element at a
location indexed by the value (n*1)-(i*(i+1))/2—i-1+j, where
i is the index of the first data element, j is the index of the
second element, and n is the number of data elements to be
included in each set of data elements to be sent to each
processing element of the plurality of processing elements.

9. The method of claim 1, wherein the data processing
system is a heterogeneous multiprocessor system comprising
at least one control processor and at least one controlled
processor, wherein the at least one control processor and the
at least one controlled processor have different instruction
sets.

10. The method of claim 9, wherein the processing ele-
ments in the plurality of processing elements are controlled
processors.

11. A computer program product comprising a non-transi-
tory computer recordable medium having a computer read-
able program recorded thereon, wherein the computer read-
able program, when executed on a computing device having a
plurality of processing elements, causes the computing
device to:

determine a number of data elements to be included in each

set of data elements to be sent to each processing ele-
ment of the plurality of processing elements when
executing their respective portions of an All-to-All com-
parison of data elements operation, wherein each set of
data elements has a same number of data elements;
perform a comparison operation, of a portion of an All-to-
All comparison of data elements operation assigned to a
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processing element, on at least one set of data elements,

wherein the comparison operation comprises:

sending, from the processing element, a first request to
main memory for transfer of a first set of data ele-
ments into a local memory associated with the pro-
cessing element, the first request being sent in a block-
ing mode of operation and the first set of data elements
being used to perform a current pair wise comparison
of the portion of the All-to-All comparison of data
elements operation;

sending, from the processing element, a second request
to main memory for transfer of a second set of data
elements into the local memory, the second request
being sent in a non-blocking mode of operation and
the second set of data elements being used to perform
a next pair wise comparison of the portion of the
All-to-All comparison of data elements; and

performing, by the processing element, a pair wise com-
parison computation of the portion of the All-to-All
comparison of data elements operation using the first
set of data elements transferred to the local memory
associated with the processing element, at approxi-
mately a same time as the second set of data elements
is being transferred from main memory to the local
memory associated with the processing element; and

store results of the comparison operation in main memory

of the computing device.

12. The computer program product of claim 11, wherein
the number of data elements to be included in each set of data
elements is determined by a runtime test that determines,
across a plurality of iterations of the All-to-All comparison of
data elements, a number of data elements that has a smallest
execution time of the All-to-All comparison of data elements
operation.

13. The computer program product of claim 11, wherein
the number of data elements to be included in each set of data
elements is determined by a runtime test that selects a number
of data elements that balances the interests of load-balancing
among the processing elements in the plurality of processing
elements, minimizing a number of messages exchanged
between the processing elements and main memory, and
overlapping computation performed by the processing ele-
ments with communication between the processing elements
and main memory.

14. The computer program product of claim 11, wherein, in
response to the pair wise comparison computation being a
first pair wise comparison computation of the portion of the
All-to-All comparison of data elements operation, perform-
ing the pair wise comparison computation comprises com-
paring each data element in the first set of data elements with
each other data element in the first set of data elements.

15. The computer program product of claim 11, wherein, in
response to the pair wise comparison computation being a last
pair wise comparison computation of the portion of the All-
to-All comparison of data elements operation, performing the
pair wise comparison computation comprises comparing
each data element in the second set of data elements with each
other data element in the second set of data elements.

16. The computer program product of claim 11, wherein, in
response to the pair wise comparison computation not being
a first pair wise comparison and not being a last pair wise
comparison of the portion of the All-to-All comparison of
data elements operation, performing the pair wise compari-
son computation comprises comparing each data element in
the first set of data elements with each data element in a third
set of data elements, the third set of data elements having been
already retrieved into the local memory associated with the
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processing element as the second set of data elements of a
previous comparison operation performed by the processing
element.

17. The computer program product of claim 11, wherein
performing the pair wise comparison computation comprises
computing a Jaccard coefficient for pairs of data elements.

18. The computer program product of claim 11, wherein
the computing device stores results of the comparison opera-
tion by storing the results of a comparison of a first data
element with a second data element at a location indexed by
the value (n*1)-(i*(i+1))/2—i-1+j, where 1 is the index of the
first data element, j is the index of the second element, and n
is the number of data elements to be included in each set of
data elements to be sent to each processing element of the
plurality of processing elements.

19. An apparatus, comprising:

a control processor;

a plurality of controlled processors coupled to the control

processor;
a plurality of local memories, each local memory being
associated with a controlled processor of the plurality of
controlled processors; and
a main memory coupled to the plurality of controlled pro-
cessors, wherein the control processor determines a
number of data elements to be included in each set of
data elements to be sent to each controlled processor of
the plurality of controlled processors when executing
their respective portions of an All-to-All comparison of
data elements operation, wherein each set of data ele-
ments has a same number of data elements, and wherein
a processor in the plurality of processors;
perform a comparison operation, of a portion of an All-to-
All comparison of data elements operation assigned to a
controlled processor, on at least one set of data elements,
wherein the comparison operation comprises:
sending, from the controlled processor, a first request to
main memory for transfer of a first set of data ele-
ments into a local memory associated with the con-
trolled processor, the first request being sent in a
blocking mode of operation and the first set of data
elements being used to perform a current pair wise
comparison of the portion of the All-to-All compari-
son of data elements operation;

sending, from the controlled processor, a second request
to main memory for transfer of a second set of data
elements into the local memory, the second request
being sent in a non-blocking mode of operation and
the second set of data elements being used to perform
a next pair wise comparison of the portion of the
All-to-All comparison of data elements; and

performing, by the controlled processor, a pair wise
comparison computation of the portion of the All-to-
All comparison of data elements operation using the
first set of data elements transferred to the local
memory associated with the processing element, at
approximately a same time as the second set of data
elements is being transferred from main memory to
the local memory associated with the processing ele-
ment; and

store results of the comparison operation in main
memory of the apparatus.

20. The apparatus of claim 19, wherein:

inresponse to the pair wise comparison computation being
a first pair wise comparison computation of the portion
of the All-to-All comparison of data elements operation,
performing the pair wise comparison computation com-
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prises comparing each data element in the first set of data
elements with each other data element in the first set of
data elements,

in response to the pair wise comparison computation being

a last pair wise comparison computation of the portion
of'the All-to-All comparison of data elements operation,
performing the pair wise comparison computation com-
prises comparing each data element in the second set of
data elements with each other data element in the second
set of data elements, and

in response to the pair wise comparison computation not

being a first pair wise comparison and not being a last
pair wise comparison of the portion of the All-to-All
comparison of data elements operation, performing the
pair wise comparison computation comprises compar-
ing each data element in the first set of data elements
with each data element in a third set of data elements, the
third set of data elements having been already retrieved
into the local memory associated with the controlled
processor as the second set of data elements of a previ-
ous comparison operation performed by the controlled
processor.

21. A computer program product comprising a non-transi-
tory computer readable medium having a computer readable
program stored thereon, wherein the computer readable pro-
gram, when executed on a computing device having a plural-
ity of processing elements, causes the computing device to:

determine a number of data elements to be included in each

set of data elements to be sent to each processing ele-
ment of the plurality of processing elements when
executing their respective portions of an All-to-All com-
parison of data elements operation, wherein each set of
data elements has a same number of data elements;
perform a comparison operation, of a portion of the All-to-
All comparison of data elements operation assigned to a
processing element, on at least one set of data elements,
wherein the comparison operation comprises:
sending, from the processing element, a first request to
main memory for transfer of a first set of data ele-
ments into a local memory associated with the pro-
cessing element, the first request being sent in a block-
ing mode of operation and the first set of data elements
being used to perform a current pair wise comparison
of the portion of the All-to-All comparison of data
elements operation;
sending, from the processing element, a second request
to main memory for transfer of a second set of data
elements into the local memory, the second request
being sent in a non-blocking mode of operation and
the second set of data elements being used to perform
a next pair wise comparison of the portion of the
All-to-All comparison of data elements; and
performing, by the processing element, a pair wise com-
parison computation of the portion of the All-to-All
comparison of data elements operation using the first
set of data elements transferred to the local memory
associated with the processing element, at approxi-
mately a same time as the second set of data elements
is being transferred from main memory to the local
memory associated with the processing element; and
store results of the comparison operation in main memory
of'the computing device, wherein determining the num-
ber of data elements to be included in each set of data
elements to be sent to each processing element of the
plurality of processing elements comprises:

retrieving the number of data elements from a data struc-

ture based on a data element type of the data elements,
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wherein the data structure comprises a plurality of
entries and each entry in the plurality of entries stores a
number of data elements value in association with a
corresponding data element type.

22. The computer program product of claim 21, wherein
the number of data elements to be included in each set of data
elements is determined by a runtime test that determines,
across a plurality of iterations of the All-to-All comparison of
data elements, a number of data elements that has a smallest
execution time of the All-to-All comparison of data elements
operation.

23. The computer program product of claim 21, wherein
the number of data elements to be included in each set of data
elements is determined by a runtime test that selects a number
of data elements that balances the interests of load-balancing
among the processing elements in the plurality of processing
elements, minimizing a number of messages exchanged
between the processing elements and main memory, and
overlapping computation performed by the processing ele-
ments with communication between the processing elements
and main memory.

24. The computer program product of claim 21, wherein, in
response to the pair wise comparison computation being a
first pair wise comparison computation of the portion of the
All-to-All comparison of data elements operation, perform-
ing the pair wise comparison computation comprises com-
paring each data element in the first set of data elements with
each other data element in the first set of data elements.

25. The computer program product of claim 21, wherein, in
response to the pair wise comparison computation being a last
pair wise comparison computation of the portion of the All-
to-All comparison of data elements operation, performing the
pair wise comparison computation comprises comparing
each data element in the second set of data elements with each
other data element in the second set of data elements.

26. The computer program product of claim 21, wherein, in
response to the pair wise comparison computation not being
a first pair wise comparison and not being a last pair wise
comparison of the portion of the All-to-All comparison of
data elements operation, performing the pair wise compari-
son computation comprises comparing each data element in
the first set of data elements with each data element in a third
set of data elements, the third set of data elements having been
already retrieved into the local memory associated with the
processing element as the second set of data elements of a
previous comparison operation performed by the processing
element.

27. The computer program product of claim 21, wherein
performing the pair wise comparison computation comprises
computing a Jaccard coefficient for pairs of data elements.

28. The computer program product of claim 21, wherein
the computing device stores results of the comparison opera-
tion by storing the results of a comparison of a first data
element with a second data element at a location indexed by
the value (n*1)-(i*(i+1))/2—i-1+j, where 1 is the index of the
first data element, j is the index of the second element, and n
is the number of data elements to be included in each set of
data elements to be sent to each processing element of the
plurality of processing elements.

29. An apparatus, comprising:

a control processor;

a plurality of controlled processors coupled to the control

processor;

a plurality of local memories, each local memory being

associated with a controlled processor of the plurality of
controlled processors; and
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a main memory coupled to the plurality of controlled pro-
cessors, wherein the control processor determines a
number of data elements to be included in each set of
data elements to be sent to each controlled processor of
the plurality of controlled processors when executing
their respective portions of an All-to-All comparison of
data elements operation, wherein each set of data ele-
ments has a same number of data elements, and wherein
a processor in the plurality of processors;
perform a comparison operation, of a portion of an All-to-
All comparison of data elements operation assigned to a
controlled processor, on at least one set of data elements,
wherein the comparison operation comprises:
sending, from the controlled processor, a first request to
main memory for transfer of a first set of data ele-
ments into a local memory associated with the con-
trolled processor, the first request being sent in a
blocking mode of operation and the first set of data
elements being used to perform a current pair wise
comparison of the portion of the All-to-All compari-
son of data elements operation;

sending, from the controlled processor, a second request
to main memory for transfer of a second set of data
elements into the local memory, the second request
being sent in a non-blocking mode of operation and
the second set of data elements being used to perform
a next pair wise comparison of the portion of the
All-to-All comparison of data elements; and

performing, by the controlled processor, a pair wise
comparison computation of the portion of the All-to-
All comparison of data elements operation using the
first set of data elements transferred to the local
memory associated with the controlled processor, at
approximately a same time as the second set of data
elements is being transferred from main memory to
the local memory associated with the controlled pro-
cessor; and

store results of the comparison operation in main
memory of the apparatus, wherein the control proces-
sor determines the number of data elements to be
included in each set of data elements to be sent to each
processing element of the plurality of processing ele-
ments comprises:

retrieving the number of data elements from a data struc-
ture based on a data element type of the data elements,
wherein the data structure comprises a plurality of
entries and each entry in the plurality of entries stores
a number of data elements value in association with a
corresponding data element type.

30. The apparatus of claim 29, wherein:

in response to the pair wise comparison computation being
a first pair wise comparison computation of the portion
of'the All-to-All comparison of data elements operation,
performing the pair wise comparison computation com-
prises comparing each data element in the first set of data
elements with each other data element in the first set of
data elements,

in response to the pair wise comparison computation being
a last pair wise comparison computation of the portion
of'the All-to-All comparison of data elements operation,
performing the pair wise comparison computation com-
prises comparing each data element in the second set of
data elements with each other data element in the second
set of data elements, and

in response to the pair wise comparison computation not
being a first pair wise comparison and not being a last
pair wise comparison of the portion of the All-to-All
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comparison of data elements operation, performing the
pair wise comparison computation comprises compar-
ing each data element in the first set of data elements
with each data element in a third set of data elements, the
third set of data elements having been already retrieved
into the local memory associated with the processing
element as the second set of data elements of a previous
comparison operation performed by the processing ele-
ment.

31. The apparatus of claim 29, wherein the number of data
elements to be included in each set of data elements is deter-
mined by aruntime test, executed by at least one of the control
processor or a controlled processor in the plurality of con-
trolled processors, that determines, across a plurality of itera-
tions of the All-to-All comparison of data elements, a number
of data elements that has a smallest execution time of the
All-to-All comparison of data elements operation.

32. The apparatus of claim 29, wherein the number of data
elements to be included in each set of data elements is deter-
mined by aruntime test, executed by at least one of the control
processor or a controlled processor in the plurality of con-
trolled processors, that selects a number of data elements that
balances the interests of load-balancing among the process-
ing elements in the plurality of processing elements, mini-
mizing a number of messages exchanged between the pro-
cessing elements and main memory, and overlapping
computation performed by the processing elements with
communication between the processing elements and main
memory.

33. The apparatus of claim 29, wherein, in response to the
pair wise comparison computation being a first pair wise
comparison computation of the portion of the All-to-All com-
parison of data elements operation, performing the pair wise
comparison computation comprises comparing each data ele-
ment in the first set of data elements with each other data
element in the first set of data elements.

34. The apparatus of claim 29, wherein, in response to the
pair wise comparison computation being a last pair wise
comparison computation of the portion of the All-to-All com-
parison of data elements operation, performing the pair wise
comparison computation comprises comparing each data ele-
ment in the second set of data elements with each other data
element in the second set of data elements.

35. The apparatus of claim 29, wherein, in response to the
pair wise comparison computation not being a first pair wise
comparison and not being a last pair wise comparison of the
portion of the All-to-All comparison of data elements opera-
tion, performing the pair wise comparison computation com-
prises comparing each data element in the first set of data
elements with each data element in a third set of data ele-
ments, the third set of data elements having been already
retrieved into the local memory associated with the process-
ing element as the second set of data elements of a previous
comparison operation performed by the processing element.

36. The apparatus of claim 29, wherein performing the pair
wise comparison computation comprises computing a Jac-
card coefficient for pairs of data elements.

37. The apparatus of claim 29, wherein the apparatus stores
results of the comparison operation by storing the results of a
comparison of a first data element with a second data element
at a location indexed by the value (n*1)-(1*(i+1))/2-i-1+j,
where 1 is the index of the first data element, j is the index of
the second element, and n is the number of data elements to be
included in each set of data elements to be sent to each
processing element of the plurality of processing elements.

38. The computer program product of claim 21, wherein
determining the number of data elements to be included in
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each set of data elements to be sent to each processing ele-
ment of the plurality of processing elements comprises:

setting the number of data elements based on function of a

total number of data elements and a ratio of computation
time to communication time for processing pairs of data
elements in the total number of data elements.

39. The computer program product of claim 21, wherein
performing the pair wise comparison computation of the por-
tion of the All-to-All comparison of data elements operation
comprises:

determining if the pair wise comparison computation is a

first pair wise comparison computation of the portion of
the All-to-All comparison, a last pair wise comparison
computation of the portion of the All-to-All comparison,
or neither a first pair wise comparison computation nor
last pair wise comparison computation of the portion of
the All-to-All comparison; and

executing the pair wise comparison in a different manner

depending upon whether the pair wise comparison com-
putation is determined to be a first pair wise comparison
computation, last pair wise comparison computation, or
neither a first nor last pair wise comparison computation
of the portion of the All-to-All comparison.
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